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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of the 
original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problems Mailbox. 



10-1 




APPLY A FIRST AMOUNT OF ENERGY 
IS APPLIED ACCROSS ONE OR MORE 
ELEMENTS 



10-2 



SENSE PARAMETER INDICATED 
THROUGH THE FIRST AMOUNT OF ENERGY 
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APPLY SECOND AMOUNT OF ENERGY 
ACCROSS ONE OR MORE ELEMENTS 
WHILE A KNOW PRESSURE IS 
GENERATED IN THE RESERVOIR 
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SENSE SECOND PARAMETER 

INDICATED THROUGH THE 
SECOND AMOUNT OF ENERGY 
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CALIBRATE SENSED SECOND PARAMETER 
AGAINST THE PRECEEDING KNOWN 
PRESSURE AND DETERMINE 
QUATITIY OF MEMBRANE DEFLECTION 



RUN DEVICE DIAGNOSIS 



12 



